Low Cost
High-efficiency

Capacitor Formers

Low cost VC Series capacitor formers
reduce circuit assembly costs by elimi-
nating parts loss and labor-intensive
lead trimming.

“Machined hardened tool steel dies
prevent component fall-out.”

There aretwo VC Seriesformers. Model
VC-1 creates snap-in leads on virtually
any 0.100" to 1.00" pitch capacitor.
Model VC-2 eliminates the need for
component spacers by creating crimp-
ing bends that hold capacitor bodies
0.125" above the surface of the PCB.
Both formers deliver finished compo-
nents with auniform0.060" below board
protrusion.

Specifications
Size: 5"W x 15"L x 4"H
Power: 80 to 100 psi

Finished Capacitor Dimensions

Processes: 0.10"to 1.00" pitch
capacitors

Protrusion: 0.060" below 0.062"
board

Stand-off: 0.125" from top of board

to base of capacitor

“Just Tell Us The Shape You’d Like To Be In”

Cutting and forming dies are machined
from hardened tool steel. Their unique
design prevents nicking; coining; un-
even lead crimping; and erratic cutting,
problems frequently associated with
lower-priced capacitor forming tools.

VC-1and VC-2include acompact press
and integrated forming/cutting die.

VC-1 VC-2
Snap-in Stand-off

The press operates from an 80 to 100
psi shop air supply. It is controlled by a
convenient foot pedal that leaves both
of the operator’s hands free for compo-
nent feeding.

Features

v VC-1 cuts assembly costs
Snap-in leads prevent parts
fall-out, save touch-up costs

v VC-2 saves even more
Stand-off leads eliminate the
need for spacers

v Reliable
Simple pneumatic press
assures trouble-free service

v Economical
Both machines pay for them-
selves in weeks

VC-Series capacitor formers reduce labor and assembly costs

50 Ash Circle, Box 2835
Bonair Industrial Center

Manix

. Warminster, PA 18974 @Co\;ycrgﬁtlgg}
Manufacturing, Inc. | Phone (215)957-6565 * Fax (215) 957-6599 Mok g,



